OLYMPIC REGION CLEAN AIR AGENCY
2940 Limited Lane NW - Olympia, Washington 98502 - 360-539-7610 — Fax 360-491-6308

FORM 1- NOTICE OF CONSTRUCTION
TO CONSTRUCT - INSTALL - ESTABLISH OR MODIFY AN AIR CONTAMINANT SOURCE

Form 1 Instructions:
1. Please complete all the fields below. This NOC application is considered incomplete until signed.
2. If the application contains any confidential business information, please complete a Request of Confidentiality of
Records (www.orcaa.org/forms).
3. Duty to Correction Application: An applicant has the duty to supplement or correct an application. Any applicant who
fails to submit any relevant facts or who has submitted incorrect information in a permit application must, upon
becoming aware of such failure or incorrect submittal, promptly submit supplementary factors or corrected

information.
Business Name: For ORCAA use only
Caliber Holdings LLC File No: 981
Mailing Address: County No: G
Source No: by
2941 Lake Vista Drive, Lewisville, TX 75067 Application No: 25 Noc (718
Physical Address of Project or New Source: Date Received:
7604 Henderson Blvd SE Suite A, Tumwater, WA 98501 Received
Billing Address: _
MAY 2 1 2025

2941 Lake Vista Drive, Lewisville, TX 75067 o
Project or Equipment to be installed/established: WL RILIES

Spray Booth

Anticipated startup date: 08 / 01/2025 Is facility currently registered with ORCAA? Yes [] No X

This project must meet the requirements of the State Environmental Policy Act (SEPA) before ORCAA can issue
final approval. Indicate the SEPA compliance option:

[J SEPA was satisfied by (government agency)on ___/__/___ (date) - Include a
copy of the SEPA determination
[J SEPA threshold determination by (government agency) is pending - Include a

copy of the environmental checklist
[0 ORCAA is the only government agency requiring a permit - Include ORCAA Environmental Checklist
[J This project is exempt from SEPA per (WAC citation).

Name of Owner of Business: Agency Use Onl
Mark Chloupek gency Lse Ly

T Chief Legal Officer

Email: Licenseandpermits@calibercollision.com | PNON€469-948-9500
Authorized Representative for Application (if different than owner):
Lori Eaton

Title: Senior Integration Licensing Coordinator

Email: Licenseandpermits@calibercollision.com | Phon€ 469_948-9500

| hereby certify that the information contained in this application is, to the best of my
knowledge, complete and correct.

Authorized Representative: (sign in Blue Ink)

Date: , ) s
porcchlpupels 5 113] %015
TANT: Do not send via email or other electronic means.
ORCAA must receive Original, hardcopy, signed application and payment
prior to processing application.

Revised 2/11/2020



Contact Information

Inspection Contact

Name i
Wayne Ashley Ll Facility Manager
h
Phone 450.878-9208 Fax
Email
wayne.ashley@calibercollision.com
Also use this contact for Billing Emission Inventory Complaints
Permits
Billing Contact
Name . Titl
Lori Eaton © Senior Integration Licensing Coordinator

Phone
469-948-9500 X

Email . . . "
Licenseandpermits@calibercollision.com

Also use this contact for x Emission Inventory _x _Complaints _x Permits

Emission Inventory Contact

Name Title
Phone Fax
Email

Also use this contact for Complaints Permits
Complaint Contact

Name Title
Phone Fax
Email

Also use this contact for Permits

Permit Contact

Name Title
Phone Fax
Email

The inspection contact is the on-site person whom is responsible for the everyday operation of the site and is
available for inspections.

The billing contact is the person to whom all invoices are sent.

The emission inventory contact is the person to whom requests for emissions information and material use
information are sent.

The complaint contact is the person who receives and responds to complaints received on-site and who is
contacted regarding complaints ORCAA receives.

The permit contact is the person who is responsible for filling out permit applications and receiving approval from
ORCAA.

S"\Forms\NOC\General Forms\Word versions\Form 18 Change of Contact Info.doc August 2006



OLYMPIC REGION CLEAN AIR AGENCY

2940 Limited Lane NW - Olympia, Washington 98502
Telephone: (360)-539-7610 — Fax: (360)-491-6308
www.orcaa.org

FORM 8 Received

Fill out all the applicable equipment information requested below and submit the appropriate feds.Y 7 | 2075

SPRAY COATING (Autobody) ORCAA
SURFACE COATING (Aviation, Wood, Boat, Other)

Shop Information
Business Name:

Caliber Collision Centers - Tumwater 2954

Contact Person:
Wayne Ashley

Phone Number: 350-878-9208

Email: wayne.ashley@calibercollision.com
Indicate days when operating:

mv ET ®EwW BThu WF [JSat [JSun

Operating Schedule:

8  hrs/day, 5 days/wk, 52 wkslyr

Process Information

Flow: [CICross front flow [CJFull downdraft  []Side downdraft [_JCombination
) [CICross reverse flow [MSemi-downdraft [ JUpdraft [CJother (explain in attachment)
Exhaust: [side wall [ JPit/Trench Design _[M] Ceiling [[] Rear Wall [JFront/Doors
Intake Type: |[] Natural (W] Forced (air make-up unit)
[W|Fully enclosed [CJCompact/modular [C]Open table/bench
Enclosure Type: [CJClosed top open front  [JCurtain/tent/drape [CJOther (explain in
(CTOF) [JTunnel attachment)
Width (feet): | Length (feet): [1awxarL | Height (feet): |11
Manufacturer: GFS
Model Number: XD
Serial Number: U174497
Pressure Gauge: XlYes [INo | Filter Plenum: [ Clves CINo

Intended Applicator
Usage (see next section):

[W]Applicator #1
[WApplicator #2

[WlApplicator #3

[@Applicator #4 W Applicator #5

Air Pollution Control []Water Wash [W]Low VOC coatings [|Cartridge unit (Form 12)
Methods: [C]Scrubber [ICyclone (Form 13) [CJEnclosed spray gun
8. [CJOxidizer (Form 35) [JBaghouse (Form 12)  cleaner

Heater/Curing Information (if applicable)

Heater Placement: [WPart of spray booth unit [Jseparate curing enclosure (Form 11)

. . . (W]Hot air dryer [infrared dryer [C]other (explain in
Curlng'kieating Type:; CUltraviolet [JBoiler attachment)
. [W|Natural gas [CJElectric [CIOther (explain in
Fuel/Heat Type : [[JPropane (LP) Gas [Diesel attachment)

Maximum Heating Rate (MMBtu/hr):

1.2

Maximum Air Flow Rate (acfm):

10,000

***RETURN TO ORCAA***



Coating Operation Information

Type: [ Existing Stationary Source [] Temporary Source [m] New Stationary Source
NAICS Code(s): 811121
Coating Equipment Information
Applicator #1 | Applicator #2 | Applicator #3 | Applicator #4 | Applicator #5
[JBrush/Roller | LJBrush/Roller | [JBrush/Roller | []Brush/Roller [IBrush/Roller
[Jweb [Jweb [Jweb [Jweb [(Jweb
Coating [mWet spray [E]Wet spray [W]Wet spray [WWet spray [W]Wet spray
Type**: [JDeposition [CDeposition [CDeposition [JDeposition [CJDeposition
[CJPowder [CJPowder [CJPowder [CJPowder [CJPowder
[JPlating [JPlating [JPlating [ JPlating [JPlating
Manufacturer: 3M | Warlock | lawata Sata Sata
Model: Accuspray LPH 300 5000RP 4000HVLP
Quantity: 4 1 1 2 1
[l HVLP [ HVLP [ HVLP CHVLP LIHVLP
[] Electrostatic | [ Electrostatic | ] Electrostatic | [] Electrostatic [] Electrostatic
[ Air-assisted | [ Air-assisted | [J Air-assisted | [] Air-assisted [ Air-assisted
airless airless airless airless airless
Technology [ Airless ] Airless ] Airless [ Airless O Airless
Type: ] Air spray ] Air spray [] Air spray ] Air spray [ Air spray
] Rotary cup ] Rotary cup ] Rotary cup ] Rotary cup L] Rotary cup
[ Airbrush [ Airbrush ] Airbrush [ Airbrush L] Airbrush
[CJOther (explain | [JOther (explain | [JOther (explain | []Other (explain in DOther (explain
in attachment) in attachment) in attachment) attachment) in attachment)
Automation/ [®Manual W Manual [IManual [OManual [OManual
Control: CJAutomatic [CJAutomatic [CJAutomatic [CJAutomatic [CJAutomatic
Air Supply
Pressure (psi): 80 80 80 80 80
Fluid Output
Pressure (psi): 29 29 29 29 29
[@Handheld Gun | WHandheld Gun | M]Handheld Gun | [M]Handheld Gun [MHandheld Gun
Mounting: [CIMachine/ [IMachine/ [IMachine/ [IMachine/ [IMachine/
Reciprocator Reciprocator Reciprocator Reciprocator Reciprocator

**Only provide further information for applicators that are not roller/brush

Dry Filter Information

Pre-Filter Exhaust Filter
Manufacturer: Wesco Equipment Division
Model: PA222020-50
Media Type: fiberglass
Overall Arrest Efficiency (%): 98%
Filtered Area (squared feet): 2.78

***RETURN TO ORCAA***




Heavy Metal Information

Application of coatings c:ontainipg compoqnds of chromium (Cr), lead [Mes™ [KINo

(Pb), manganese (Mn), nickel (Ni), or cadmium (Cd):

*“*Please provide SDS/ MSDS information and estimated annual usage for each product

Other Process Information

Abrasive Blasting: ["TYes (Form 17) [XINo
Welding: [XYes (Form 19) [[INo
Metal Cutting: [Tyes (Form 31)[XINo
Fluidized Bed Coating: [yes XINo
Cleaning/Etching/Degreasing Information

Methylene Chloride Stripping: ["TYes** [XINo
Phosphate or Chromate Conversion Coating: [Tyes** [X/No
Chemical/Acid Rinsing or Bathing: [Tyes* [XINo
“*Please provide SDS/ MSDS information and estimated annual usage for each product
Exhaust/Stack/Building Information

Motor Power (hp):

Exhaust Air Flow Rate at 0.65” w.g. (acfm): 10,000

Fan Diameter (feet): 6.3 sq.ft

Stack Type: XlVertical (Ceiling Outlet) ["Horizontal (Wall Outlet)
Stack Height (feet from ground): 20

Stack Inside Diameter (inches): 34

Stack weatherproof damper or E:Z::gonal %ﬁ:\’};ﬂg cone
exhaust apparatus: [CIStack within stack [JOther (explain in attachment)
Bldg. Peak Height (feet): 14

Bldg. Width (feet): 52

Bldg. Length (feet) 198

Air Quality Modeling Site Information

Distance from the centroid of the stack to the shop’s property line (feet): 20
Distance from the centroid of the stack to the nearest point on the property line of a 1 25
permanent residence (feet):

Filing Fee:
See https://www.orcaa.org/services/fee-schedules/ for an up-to-date list of fees

***RETURN TO ORCAA***




Material Usage Information

Provide the following information and attach copies of Material Safety Data Sheets (MSDS) used in all coating
operations, including but not limited to pre-treatment wash, chemical strippers, paint, primer, topcoat, clearcoat,
gelcoat, lacquer, stain, catalyst, activator, hardener, resin, filler, sealer, adhesive, solvent and thinner/reducer and any
other materials used which contain volatile organic compounds (VOC). Use additional pages if necessary. For similar
materials such as multiple color variations of a stain or paint, enter as single item with a usage rate representing the
total gallons of all variations used, and provide the MSDS for the constituent which is most used.
Applicator # ( as
. ESTIMATED ANNUAL | defined in the “Coating
NAME OF MATERIAL (as on SDS/ MSDS): USAGE (in gallons): Equipment Information”
section):
Permasolid Low VOC Clear Coat 86 Applicators 1-5
Permasolid 2.1 Surfacer 5157 White 18 Applicators 1-5
Permahyd Hi-TEC Base Coat 91 Applicators 1-5
Axalta Low VOC Waterborne Cleaner 65 Applicators 1-5
***RETURN TO ORCAA*** Revised February 2020



OLYMPIC REGION CLEAN AIR AGENCY
2940 Limited Lane NW - Olympia, Washington 98502
Telephone: (360)-539-7610 — Fax: (360)-491-6308

www.orcaa.org

FORM 19

Fill out all the applicable equipment information requested below and submit the appropriate fees.

Welding
Shop Information

Business Name: Contact Person:
Caliber Collision Centers - Tumwater 2954 | Wayne Ashley

Phone Number: 360-878-9208

Email: \yayne.ashley@calibercollision.com

Operating Schedule: Indicate days when operating:
8 hrs/day, 5 daysiwk, 52 wks/yr M X W T X Sat Sun

Welding Operation Information

Type: ] Existing Stationary Source [] Temporary Source New Stationary Source

NAICS Code(s): (811121

Welding Information

] Flux Cored Arc ] Orbital/Tube Arc [] Gas Tungsten Arc
Type: i/ Gas Metal Arc [] Shielded Metal Arc ] Oxy-Fuel
e ] Plasma Arc ] Submerged Arc ] Solid-State
] Laser or Electron Beam /] Resistance [] Other (explain in attachment)
. | KA Spot Welder(s) ] Arc Welder(s) [ Lasers
Equipment Type: ] Beam Welder(s) ] Steam Welder(s) ] Other (explain in attachment)
] Enclosure (i.e. Tent, [] Water Curtains [] Building Ventilation System
Fume Control Methods: | Room, Booth or Cabinet) [] Drapes [V None

[] Portable Fume Extractor ] Wall Fan(s) [] Other (explain in attachment)

Exhausts to Outdoors: |[JYes, fill out exhaust information i/INo

Enclosure Information

Type: E]lguny enclosed [CIClosed top open front (CTOF)
pen table/bench [JOther (explain in attachment)
Exhaust: []Side Wall | (CJPit/Trench Design [] Ceiling |[J Rear Wall |[JFront/Doors [CIDucting
Width (feet): [Length (feet): [Height (feet): |
Manufacturer:

Model Number:

Serial Number:

Pressure Gauge: [IYes [INo [Filter Plenum: [ Cles [INo
Air Pollution Control |[JWater Wash [JCyclone (Form 13) [JPortable Dust Collector
Methods: [CJCartridge Unit (Form 12) [IBaghouse (Form 12) [JOther (explain in attachment)

***RETURN TO ORCAA***




Filter Information for Fume Control Methods

Pre-Filter

Exhaust Filter

Manufacturer:

Model:

Media Type:

Overall Arrest Efficiency (%):

Filtered Area (squared feet):

Electrode Information

AWS Classification(s):

AWS A5.10

Trace Elements

Total Concentration (%)

] Antimony (Sb)

] Arsenic (As)

] Barium (Ba)

] Beryllium (Be)

] Cadmium (Cd)

Worst Case [] Hexavalent Chromium (Cr V1)

Heavy Metal and Silica

i/ Copper (Cu) 0.10%

Composition
(if applicable):

[ ] Lead (Pb)

] Mercury (Hg)

] Nickel (Ni)

] Selenium (Se)

] Silver (Ag)

[ Thalllium (Ti)

Zinc (Zn) 0.25%

Storage Methods:

Other Filler Information

Flux Type:

Flux Storage and Handling:

Base Material Information

i/ Steel ] Copper Alloys .
Type: [ Stainless Steel ] Nickel Alloys a[]ttacz:]hggﬁ)xplam i
£/ Aluminum [] Glass
L ] Anticorrosive [] Antifouling ] Other (explain in
Surface Coatings: ] Shop primers /] Metal-based attachment)
SAE Steel Grade(s):

***RETURN TO ORCAA***




Exhaust/Stack/Building Information

Motor Power (hp):

Exhaust Air Flow Rate at 0.65” w.g. (acfm):

Fan Diameter (feet):

Stack Height (feet from ground):

Stack Inside Diameter (inches):

[INone [IButterfly
Stack v:eaﬂu.erproof damper or exhaust [JHexagonal Clinverted cone
apparatus™: [C]Stack within stack [C]Other (explain in attachment)

Bldg. Peak Height (feet):

Bldg. Width (feet):

Bldg. Length (feet)

“*See back of form for information on ORCAA-approved stack equipment

Air Quality Modeling Site Information

Distance from the centroid of the stack to the shop’s property line (feet):

Distance from the centroid of the stack to the nearest point on the property line of a

permanent residence (feet):

Filler Material Usage Information

Provide the following information and attach copies of Material Safety Data Sheets (MSDS) for any material used
including, but not limited to blasting media, base material and surface coatings, which contain toxic air pollutants.

Use additional pages if necessary.

NAME OF MATERIAL (as on MSDS):

ESTIMATED ANNUAL USAGE (in gallons or
Ibs):

***RETURN TO ORCAA***




CALIBER COLLISION

Received
MAY 2 1 2025
- ORCAA
TO: 0] %IMP I;i%(%im cleaman
FROM: Lori Eaton, Regulatory Complicance Coordinator
. CELL PHONE NUMBER: (940) 536-8106
EMAIL: Lori. Eaton@CaliberCollision.com
DATE: ) [1y / 2§ .
RE: _ Apmuntt, 49954 - A/W

Please process the attached application for us.

If you should have any questions or need further information, feel free to call
me at the number above.

If need assistance from the License/Permitting department at email below.
Would you be so kind to email us a copy before mailing it?

>{< LICENSEANDPERMITS@CALIBERCOLLISION.COM
*Lori.Eaton@CaliberCoHision.com

Thank youl!

Fornr | >W&Ae/

C/V@déﬂﬂ"/

TN



