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Defining “Demolition”

Demolition means the wrecking, dismantling,
or removal of any load supporting structural
member that makes that portion of the
structure unusable. Before any such
demolition of more than 120 square feet may
occur, an approved demolition notification
must be provided to ORCAA.

Before demolishing a structure...
An asbestos survey (ADD) performed by an
AHERA certified building inspector needs to
be included with the demolition notification.
If there is asbestos in the structure, an
ORCAA Asbestos Notification form must
also be completed, and the asbestos will
need to be safely and legally removed.

Note that ONLY certified asbestos
abatement contractors — or the homeowner
(ADD) of an owner-occupied single-

family home — may perform the asbestos
removal and abatement work. All removed
asbestos-containing materials must be
properly handled and disposed of in certified
asbestos disposal facilities.

Defining “Asbestos Projects”

An asbestos survey is needed, even in
projects of less than 120 square feet, if there
is more than 48 square feet or 10 linear feet
of suspected asbestos-containing material.
Instead of a certified asbestos survey, a
homeowner may collect samples on their
own and have them read by a certified lab
for a single-family home project.

www.ORCAA.org

In these cases, a Notification must be filed
with ORCAA 14 days before work begins.

ORCAA can waive the 14-day notification

requirement if:

1) the project resolves a public health or
safety hazard (fire, earthquakes, flood
damage);

2) The project will protect equipment,
ensure vital utilities, or minimize property
damage;

3) Asbestos was found that was not
identified during the survey; or

4) The project must proceed to avoid an
unreasonable burden.

Notification Timelines

Complete submission (which requires fee
payment) starts the 14-day wait period
before physical demolition work can
begin. This wait period
allows ORCAA staff the @
opportunity to review the
notification and monitor &'
progress. :
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Possible Locations of Asbestos in Your Home

1. Cement siding, underlayment o
2. Asphalt shingles, roofing felt
3. Window putty, caulking

4. Stove, furnace flue

Spray-on ceiling texture (e.g. “popcorn” ceiling)
10. Blow-in (loose) insulation

11. Composite siding
12. Exterior flooring, deck underlayment

5. Blow-in attic insulation (vermiculite) 13. Range hoods

6. Gaskets, sealant around stovepipe
7. Wood stove heat reflectors
8. Wood stoves

14. Flooring (vinyl, tiles, linoleum), adhesives/mastics
15. Dish washer

16. Textured paint

17. Batt insulation

18. Fuse box, old wire insulation

19. Duct tape, joint compounds
20. Interior furnace lining/insulation 23. Ceiling tiles

21. Pipe joint components (taping, mud, etc.) 24, Furnace housing (esp gaskets and seals) 27. Gaskets, sealant around water heater vents
22. Gaskets, molding on furnace registers 25. Furnace, duct insulation 28. Water heater

26. Clothes dryer



