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Before renovating a structure...
A homeowner renovating
their own home should be
aware of materials that
may contain asbestos.

An asbestos survey is not
required for single family
home renovations. Instead,
homeowners may collect
samples and submit them
to a National Voluntary
Laboratory Accreditation
Program (NVLAP) certified
lab. Find a link to a list of labs at www.ORCAA.org

Before demolishing a structure...
An asbestos survey and ORCAA Notification must be submitted to
ORCAA 14 days prior to demolition starting. Only Certified Asbestos
Building Inspectors can do the survey for demolitions.

If asbestos was detected in the survey...
The asbestos material must be abated prior to demolishing or
renovating the structure. This requires an Asbestos Notification and
fee. See Asbestos Projects below.

Notifications for “Asbestos Projects”...
An Asbestos Notification is needed for projects that include more
than 48 square feet or 10 linear feet (pipes) of asbestos-containing
material. In these cases, a Notification must be filed with ORCAA at
least 10 days before work begins unless the project meets ORCAA’s
definition of an Emergency (see website). The Notification must have
the start and end dates noted, as well as the location of the property.

Homeowners wishing to remove asbestos should...
Hire a certified asbestos contractor or review ORCAA’s three
guidance documents for the most common do-it-yourself abatement
projects. Owners of their own single-family residence may do the
work themselves. Guidance documents are available at_ www.
ORCAA.org

To determine if there is asbestos...
If a structure is being demolished, a Certified Asbestos Building
Inspector needs to conduct the asbestos survey. If the structure
is not being demolished, submit samples to a National Voluntary
Laboratory Accreditation Program (NVLAP). Find a link to a list of
these at www.ORCAA.org.

Program

Helpful Hints &

Project Planning
* Include the appropriate
fee

* Ensure the Start Date is
after the 10-day or 14-
day waiting period

* Include the complete

survey for demolition
projects

¢ Asbestos and Demolition

Notifications may be
submitted at the same
time

ORCAA offers many of

its pertinent documents
and forms through its
website, www. ORCAA.
org, including:

* Link to a list of Certified

Asbestos Inspectors and
Contractors

e Link to NVLAP Accredited

Laboratories

* Program Forms:

o Demolition Notification
o Asbestos Notifcation
o Amendment Request

ORCAA
2940 Limited Lane NW
Olympia, WA 98502
(360) 539-7610



Process Flow Chart for Asbestos & Demolition Projects
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Possible Locations of Ashestos in Your Home

Cement siding, underlayment 9. Spray-on ceiling texture (e.g. “popcorn” ceiling)

10. Blow-in (loose) insulation

Asphalt shingles, roofing felt
Window putty, caulking 11. Composite siding
Stove, furnace flue
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12. Exterior flooring, deck underlayment
Blow-in attic insulation (vermiculite) 13. Range hoods

6. Gaskets, sealant around stovepipe 14. Flooring (vinyl, tiles, linoleum), adhesives/mastics

15. Dish washer

8. Wood stoves d e 16. Textured paint
? - 17. Batt insulation
~ g 18. Fuse box, old wire insulation
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7. Wood stove heat reflectors
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19. Duct tape, joint compounds
20. Interior furnace lining/insulation 23. Ceiling tiles 26. Clothes dryer
21. Pipe joint components (taping, mud, etc.) 24, Furnace housing (esp gaskets and seals) 27. Gaskets, sealant around water heater vents
22. Gaskets, molding on furnace registers 25. Furnace, duct insulation 28. Water heater



