OL. MPIC REGION CLEAN AIR AGE..CY
2940 Limited Lane NW - Olympia, Washington 98502 - 360-539-7610 — Fax 360-491-6308

FORM 1- NOTICE OF CONSTRUCTION
TO CONSTRUCT - INSTALL - ESTABLISH OR MODIFY AN AIR CONTAMINANT SOURCE

Form 1 Instructions:
1. Please complete all the fields below. This NOC application is considered incomplete until signed.
2. If the application contains any confidential business information, please complete a Request of Confidentiality of
Records (www.orcaa.org/forms).
3. Duty to Correction Application: An applicant has the duty to supplement or correct an application. Any applicant who
fails to submit any relevant facts or who has submitted incorrect information in a permit application must, upon

becoming aware of such failure or incorrect submittal, promptly submit supplementary factors or corrected
information.

Business Name: For ORCAA use only
Paneltech International, LLC FleNo. 793
Mailing Address: County No: 37
2999 John Stevens Way, Hoquiam, WA, 98550 Source No:  §90

Application No: L4 Nocii; 79
Physical Address of Project or New Source: Date Re(ﬁived:.
2999 John Stevens Way, Hoquiam, WA, 98550 eceived
Billing Address: SEP 09 2024
2999 John Stevens Way, Hoquiam, WA, 98550

ORCAA

Project or Equipment to be installed/established:

Kettle #3 (the original amino reactor)

Anticipated startup date: 9 /30 / 2024 |s facility currently registered with ORCAA? Yes No I:I

This project must meet the requirements of the State Environmental Policy Act (SEPA) before ORCAA can issue
final approval. Indicate the SEPA compliance option:

SEPA was satisfied by (government agency)on ___/ /  (date) - Include a
copy of the SEPA determination
SEPA threshold determination by Ecology, City of Hoquiam (government agency) is pending - Include a

copy of the environmental checklist
D ORCAA is the only government agency requiring a permit - Include ORCAA Environmental Checklist

D This project is exempt from SEPA per WAC citation).
Name of Owner of Busmess A VUlsses 635
Dave Wentworth dehcy Use Lty
Title:
- G’Ue\n@ wa\ Mmm Qe
Email: dwentworth@paneltechintl.com Rhone:360-538-1480 CONDITIONALLY APPROVEL
Authorized Representative for Application (if different than owner): FOR CONSTRUCTION ONLY
IN ACCORDANCE WITH
Title: RCW 70A.15, WAC 173-400
- ORCAA REGULATIONS
Email: Phone:

(SEE ATTACHED ACDENDUM FOR

I hereby certify that the information contained in this application is, to the best of my

CONDITIONS GF APPROVAL)
kr:nowledge, complete and correct.. i l Z ? 70 7;_[
Signature of Owner/or Aythog;ed Representative: (sign in Blue Ink) ) i
7 // 7,_}..(2_\/ A ({ - U
“IMPORTANT: Do not send via email or other electronic means. C/}w/ ORCAA
ORCAA must receive Original, hardcopy, signed application and payment L)

prior to processing application.

Revised 2/11/2020




ORDER OF APPROVAL

NOTICE OF CONSTRUCTION 24NOC1679

ISSUED to Paneltech International LLC on
DEC - 2 2024

This Order of Approval (“Order”) is issued in accordance with Olympic Region Clean Air Agency
(“ORCAA”) Rule 6.1 and the Washington State Implementation Plan under 40 CFR part 52.2470(c),
Table 6.

Conditional approval to install stationary sources of air pollution as described in Condition 1 of this
Order (“Approved Equipment”) at their resin manufacturing and specialty paper coating facility
located at 2999 John Stevens Way, in Hoquiam (“Approved Location”), for operation solely as
described in the associated Notice of Construction (“NOC”) applications 96NOC010, 03MOD335,
04NOC365, 06MOD517, 16NOC1148, 19NOC1313, 20NOC1444, and 23NOC1626, is hereby
GRANTED to Paneltech International LLC (“Applicant”), subject to the Conditions of Approval listed
below.

This Order and the Conditions of Approval herein remain in effect for the life of the Approved
Equipment as used at the Approved Location and shall be binding on Applicant, current owners
and operators of the equipment, and Applicant’s heirs, successors and assigns unless amended or
superseded by a subsequent Order issued by ORCAA or unless the equipment is permanently shut
down. The Applicant must notify any subsequent owner, operator, heirs, successor or assigns of
this Order and the Conditions of Approval herein.

Conditions of Approval established in this Order shall be enforceable in addition to any applicable
state, local and federal regulations, or standards in existence now or in the future. Compliance
with the conditions of this Order do not relieve the Applicant or any owner or operator from
compliance with ORCAA Regulations, chapter 70A.15 of the Revised Code of Washington, or any
other emissions control requirements, nor from any penalties for failure to comply with the same.
Applicant may appeal this Order to the Pollution Control Hearings Board (“PCHB") by filing a
written appeal with the PCHB and serving a copy upon ORCAA within thirty (30) days of receipt of
this Order.

This Order supersedes Order NOCH 23NOC1626 and is GRANTED, for the Approved Location,
subject to the following Conditions of Approval:

1. Approved Equipment Specifications. The stationary sources of air pollutant emissions as
described in the following table, and further described in the associated Notice of Construction
applications are approved for operation at Paneltech International LLC dba Paneltech
(Paneltech) located at 2999 Johns Stevens Way in Hoquiam, subject to conditions in this Order
of Approval (Order). Deviations from equipment and operating specifications of approved
stationary sources, whether stated in NOC# 24NOC1679, this Order of Approval or past NOC
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applications submitted by Paneltech, may constitute a violation of this condition and ORCAA
Regulations, unless prior approval is granted by ORCAA.

EU# Description Approved Specification and Air Pollution Controls
EUl Paper Coating Vits 226 PT
Line 1 Includes two direct-fired flotation dryers

Permanent Total Enclosure routed to Regenerative Thermal
Oxidizer (RTO) with at least 95% destruction efficiency

EU2 Paper Coating Tromatek IAM 160/15 +15 — AQ

Line 2 Includes two indirect-fired flotation dryers

Permanent Total Enclosure routed to GeoTherm RTO with at least
95% destruction efficiency

EU3 Line 2 Thermal Oil | Boiler oil heater

Heater 5.2 MMBtu/hr natural gas fired

Provides heat to Line 2 dryers

Height: 30 feet

Diameter: 20 inches

Temp: 450 F
EU4 Regenerative GeoTherm™ Model 9001-01-522
Thermal Oxidizer | Natural-gas fired
2 chambers

Height: 73 feet
Diameter: 5 feet

Temp: 300 F
EU6 Phenolic Resin Reaction vessel with reflux (2,000 gallons)
Reactor Kettle Routed to RTO with at least 95% destruction efficiency
EU7 Resin Dryer Custom-built
Electric
Routed to RTO with at least 95% destruction efficiency
EU8 Methanol Storage | 10,000 gallons
Tank Internal floating roof
EU9 Phenol Storage 10,000 gallons
Tank Water loop seal
EU10 Phenol Railcar 23,500 galtons
Storage Tank Water loop seal
EU11 Formaldehyde 14,000 gallons
Storage Tank Vented through closed vent system to RTO with at least 95%
destruction efficiency
EU13 Composites Press | Custom-built
5 pockets

19,000 lbs/day
Permanent Total Enclosure routed to RTO with at least 95%
destruction efficiency

EU14 Amino Resin Reaction vessel (1200 gallons)
Reactor Kettle #1 | Routed to RTO with at least 95% destruction efficiency
EUL5 Amino Resin Reaction vessel (543 gallons)

Reactor Kettle #2 | Routed to RTO with at least 95% destruction efficiency
[Regulatory Basis: ORCAA 6.1.2(1)]

2. Facility-Wide Emission Limits. The following pollutant-specific emission limitations shall apply
to total facility-wide emissions of the indicated pollutants following issuance of this Approval
Order.
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a. Facility-wide emissions of volatile organic compounds must not exceed 87.9 tons per
consecutive 12-month period.

b. Facility-wide emissions of formaldehyde must not exceed 5.4 tons per consecutive 12-
month period.

c. Facility-wide emissions of methanol must not exceed 41.9 tons per consecutive 12-
month period.

d. Facility-wide emissions of phenol must not exceed 11.2 tons per consecutive 12-month
period.

e. Facility-wide emissions of approved organic TAPs (excluding formaldehyde, methanol,
and phenol) must not exceed the small quantity emission rates (SQER) listed in WAC
173-460-150 (or equivalent table if this regulation is revised in future).

[Regulatory Basis: ORCAA 6.1.2(1)]

3. Decommissioned Equipment: The 15,000-gallon formaldehyde storage tank located in
Warehouse G shall be permanently decommissioned as a formaldehyde storage tank or removed
from the facility. The tank shall be decommissioned no later than 7 days from the date
formaldehyde is first added to the 14,000-gallon formaldehyde tank.

[Regulatory Basis: ORCAA Rule 6.1.4(a)(5); WAC 173-460-080]

27. GeoTherm RTO Emission Limits. The following pollutant-specific emission limitations shall
apply to emissions from the GeoTherm Regenerative Thermal Oxidizer stack following issuance
of this Approval Order.

a. Emissions of formaldehyde must not exceed 1.0 pounds per hour.
b. Emissions of methanol must not exceed 16.0 pounds per hour.
c. Emissions of phenol must not exceed 4.0 pounds per hour.

[Regulatory Basis: ORCAA 6.1.2(1)]

28. Inventory Plan. The permittee must develop and implement an Inventory Plan. The plan must
include a description of the methods used to calculate actual emissions of all criteria
pollutants, HAPs, and TAPs from each emission point in the facility, including stacks, vents, and
fugitive emission points. The calculation method should be sufficient to show compliance with
the limits in Conditions 2a — 2d. The plan should also include a description of the monitoring
frequency and methods that will be used to assure compliance with the organic TAP emission
limits in Condition 2e. The plan must be revised, as needed, and resubmitted to ORCAA for
review.

[Regulatory Basis: ORCAA 8.11]

29. Annual Emission Limit Monitoring. Compliance with the emission limits in Conditions 2a — 2d
must be monitored at least monthly by computing the actual emissions over the previous
month and 12-consecutive month period. Emissions must be calculated according to the
Inventory Plan as required by Condition 5.

[Regulatory Basis: ORCAA 8.11]

30. Organic TAP Emission Limit Monitoring. Compliance with the organic TAP emission limits in
Condition 2e must be monitored according to the Inventory Plan as required by Condition 5.
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[Regulatory Basis: ORCAA 8.11]

31. Capture and Control Requirements. Each coating line, the composites press, and the resin
dryer must each be equipped with a permanent total enclosure that meets the requirements
of EPA Method 204. At all times, emissions from the coating lines, composites press, resin
kettles, formaldehyde storage tank, and resin dryer must be captured and ducted to a
regenerative thermal oxidizer meeting the requirements of Condition 9.

[Regulatory Basis: ORCAA 6.1.4(a)(2); ORCAA 6.1.4(a)(5); WAC 173-460-060]

32. Regenerative Thermal Oxidizer (RTO). The regenerative thermal oxidizer must have a
destruction efficiency of at least 95% for VOC, formaldehyde, methanol, and phenol.
[Regulatory Basis: ORCAA 6.14(a)(2); ORCAA 6.1.4(a)(5); WAC 173-460-060]

33. MACT Requirements. The permittee must comply with all applicable requirements of 40 CFR
Part 63 Subparts O0Q, JJlJ, and DDDDD.
[Regulatory Basis: ORCAA 6.1.4(a)(1); 40 CFR Part 63 Subparts 00O, JJJJ, and DDDDD]

34. Capture System Performance Testing. The permittee must demonstrate that each permanent
total enclosure (PTE) meets the requirements for permanent total enclosures in EPA Method
204. Performance testing shall be conducted as follows:

a. The performance test shall be conducted as required by EPA Method 204 or alternative
method if approved by ORCAA.

b. Testing of a permanent total enclosure may be required if significant changes have
been made to the permanent total enclosure since the last performance test, when
requested by 40 CFR Part 63 Subpart JJJJ, or when required by ORCAA.

c. All performance testing shall be conducted in accordance with the applicable
requirements in 40 CFR Part 63 Subpart JJJJ and 40 CFR Part 63 Subpart OOO.

d. The performance test shall meet all performance testing requirements for notifications,
test plans, and test reports as required by Condition 22.

[Regulatory Basis: ORCAA 6.1.4(a)(1); ORCAA 6.1.4(a)(2); §63.3360(f) of 40 CFR Part 63,

Subpart JIJJ]

35. Capture System Monitoring Plan. The permittee must develop a capture system monitoring
plan for each permanent total enclosure. The plan must be made available for inspection by
ORCAA upon request. The permittee must review and update the capturing system monitoring
plan at least annually. At a minimum the monitoring plan must:

a. ldentify the operating parameter to be monitored to ensure that the capture efficiency

determined during the initial compliance test is maintained;

Explain why this parameter is appropriate for demonstrating ongoing compliance;

Identify the specific monitoring procedures; and,

d. Specify the operating parameter value or range of values that demonstrate a
permanent total enclosure. The specified operating parameter must represent the
conditions present when the capture system is being properly operated and
maintained.

[Regulatory Basis: ORCAA 6.1.4(a)(1); ORCAA 6.1.4(a)(2); ORCAA 6.1.4(a)(5), WAC 173-460-

060; §63.3350(f) of 40 CFR Part 63, Subpart J1JJ]

o T
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36. Capture System Monitoring. The permittee shall monitor all permanent total enclosures
according to the Capture System Monitoring Plan required in Condition 12. Any deviation from
the operating parameter value or range of values which are monitored according to the plan
will be considered a deviation from the operating limit.

[Regulatory Basis: ORCAA 6.1.4(a)(1); ORCAA 6.1.4(a)(2); ORCAA 6.1.4(a)(5); WAC 173-460-
060; §63.3350(f) of 40 CFR Part 63, Subpart J/1JJ]

37. RTO Monitoring. The permittee shall monitor combustion chamber temperature, inlet static
pressure, and RTO operational status according to the procedures and requirements of 40 CFR
Part 63 Subpart OO0 and Subpart JJJJ.

[Regulatory Basis: ORCAA 6.1.4(a)(1); ORCAA 6.1.4(a)(2); ORCAA 6.1.4(a)(5); WAC 173-460-

060; §63.3350(e) of 40 CFR Part 63, Subpart JIJJ; §63.1413(a) and (e), and §63.1415 of 40 CFR Part

63, Subpart 000]

38. RTO Opacity Limit: Visible emissions from the GeoTherm Regenerative Thermal Oxidizer shall
not exceed five percent opacity, six-minute average, as determined in accordance with EPA 40
CFR Part 60 Appendix A, Method 9. This limit does not apply during periods of cold start-up.
For compliance with this condition, cold start-up shall be defined as the period beginning when
the RTO is started and ending when the RTO reaches normal operating temperature. This
opacity limit is in addition to the state-wide general opacity standard of 20% required under
WAC 173-400-040(1) and ORCAA Rule 8.2.

[Regulatory Basis: ORCAA 6.1.4(a)(2)]

39. Use of New Materials. New materials containing toxic air pollutants (TAPs) as defined in
Chapter 173-460 of the Washington Administrative Code (WAC), other than approved TAPs,
require review and approval by ORCAA prior to use. Before use, the permittee must review all
new materials and either document that the TAPs meet the criteria of approved TAPs as
defined in this condition or receive approval from ORCAA. Approved TAPs include:

a. formaldehyde,
b. methanol,
c. phenol, and
d. organic TAPs that meet the following criteria:
i. All emissions of the TAP are captured and routed to one of the regenerative
thermal oxidizers;
ii. Emissions of the TAP are below the applicable small quantity emission rate
(SQER) listed in WAC 173-460-150 (or equivalent table if this regulation is
revised in future).
iii. The TAP is destructible in the RTO with a similar destruction efficiency as
phenol, formaldehyde, or methanol; and
iv. The TAP is not marketed primarily as an insecticide, herbicide, rodenticide, or
other pesticide.
[Regulatory Basis: ORCAA 6.1.4(a)(2); ORCAA 6.1.4(a)(5);, WAC 173-460-060]

40. Resin Plant Leak Detection. All piping, valves, and pumps in the 40 CFR Part 63 Subpart 000
affected source that are in contact with materials containing greater than or equal to five
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41,

42,

percent (5%) by weight organic HAP, including exhaust vapor piping, shall comply with the
requirements of 40 CFR part 63, subpart UU leak detection and repair program. Paneltech shall
utilize the test methods established within subpart UU and monitor according to the
frequencies identified within subpart UU.

[Regulatory Basis: ORCAA 6.1.4(a)(1); 40 CFR Part 63, Subpart 000]

Operations and Maintenance Plan: The Permittee shall develop, implement, and modify,
when necessary, an operation and maintenance (O&M) plan to assure continuous compliance
with all applicable air regulations and standards. The O&M plan shall be retained on site and
made available to ORCAA for review when requested.

[Regulatory Basis: ORCAA 4.3(g)]

Recordkeeping: The following records shall be maintained for at least five years from the date
the record originated, or as specified, and made available for inspection upon request:
a. Records of maintenance conducted on the equipment listed in Condition 1.
b. Records of all new material determinations made under Condition 16.
c. Records of Capture System testing and monitoring for each Permanent Total Enclosure.
d. Records of combustion chamber temperature, inlet static pressure, and operational
status for the RTO.
e. Records of monthly and 12-month rolling totals of emissions as required by Condition
6.
f. Records of material usage, composition data, and any other data used to calculate
emissions.
g. Records of fuel usage.
h. Safety data sheets (SDS) for all VOC-containing materials used in the process.
i. Records of monitoring required by leak detection and repair program.
j-  Monitoring records for the formaldehyde tank closed vent system.
[Regulatory Basis: ORCAA 6.1.4(a)(2)]

43. Performance Testing Required. The permittee shall conduct performance tests to determine

compliance with destruction efficiency requirements in Condition 9 and emission limits in
Condition 4. Testing shall be conducted as follows:

a. Unless prior approval is granted by ORCAA, testing shall be conducted when both
coating lines, composites press, resin kettles, and resin dryer are operating at
representative load and applying the resin and/or glue combination that will result in
the maximum emissions of each pollutant tested, even if this requires multiple tests.

b. The permittee shall conduct a performance test of the GeoTherm RTO at least once
every 61 months, or whenever required by ORCAA.

c. Performance testing shall be conducted using EPA-approved methods from 40 CFR
Parts 51, 60, 61, or 63 or other methods approved by ORCAA.

d. The performance test shall meet all performance testing requirements for notifications,
test plans, and test reports as required by Condition 22.

[Regulatory Basis: ORCAA 6.1.4(a)(2)]

44, MACT Performance Testing Required. The permittee shall conduct performance tests to

determine compliance with 40 CFR Part 63 Subparts JJJJ and OO0 when required by those
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subparts. Testing shall be conducted according to the methods and procedures described in
those subparts. The performance test shall meet all performance testing requirements for
notifications, test plans, and test reports as required by Condition 22.

[Regulatory Basis: ORCAA 6.1.4(a)(1); §63.7 of 40 CFR Part 63 Subpart A]

45. Performance Testing Requirements. Whenever performance testing is required:

a.

b.

The permittee shall submit a notification of the intent to conduct a performance test
and a site-specific test plan to ORCAA at least 60 calendar days before the scheduled
date of a performance test. The test plan shall identify the operating parameters to be
monitored to ensure that the capture efficiency of the capture system and the control
efficiency of the RTO determined during the performance test are maintained.
The permittee shall submit a performance test report to ORCAA no later than 60 days
after completion of the test. The performance test shall be certified as true and
accurate by responsible officials from the testing contractor and the permittee. At a
minimum, the performance test report shall contain the following information:
i. A description of the source and sampling location;
ii. The date and time of each test;
iii. A summary of test results reported in units and averaging period appropriate to
the applicable standard;
iv. A description of the test methods and quality assurance procedures used;
v. The types and amounts of resin and glue applied;
vi. Operating parameters of the emission units and control equipment during each
test;
vii. Raw field data and sample calculations; and
viii. Deviations from approved test plans or the O&M Plan.

[Regulatory Basis: ORCAA 8.11(b); ORCAA 1.5(d)&(i); §§63.7 and 63.9(e) of 40 CFR Part 63
Subpart A; §63.1401(e)(1) of 40 CFR Part 63 Subpart 000]

46. Line 2 Hot Oil Heater. The following limits and requirements apply to the Line 2 Hot Qil Heater
at the facility:

a.

Exhaust Stack: The hot oil heater must exhaust vertically from a stack at an elevation at
least 1.2 times the peak height of any building within 100 feet of the hot oil heater
stack. There shall be no flow obstructions at the point of discharge from the stack (i.e.
cap). However, a weatherproof stack exhaust configuration that does not obstruct the
air flow as it exits the stack is acceptable. [Regulatory Basis: ORCAA 6.1.4(a)(2)]
Approved Fuels: The hot oil heater may combust only natural gas or propane, unless
prior approval is granted by ORCAA. [Regulatory Basis: ORCAA 6.1.4(a)(2)]

Opacity Limit: Visible emissions from the hot oil heater shall not exceed five percent
opacity, six-minute average, as determined in accordance with EPA 40 CFR Part 60
Appendix A, Method 9. This limit does not apply during periods of cold start-up. For
compliance with this condition, cold start-up shall be defined as the period beginning
when the heater is started and ending when the heater reaches normal operating
temperature. This opacity limit is in addition to the state-wide general opacity standard
of 20% required under WAC 173-400-040(1) and ORCAA Rule 8.2. [Regulatory Basis:
ORCAA 6.1.4(a)(2)]
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d. Operation and Maintenance: Operation and maintenance procedures recommended
by the manufacturer for maintaining proper combustion must be followed. A copy of
the recommended operation and maintenance procedures shall be kept on-site.
[Regulatory Basis: ORCAA 6.1.4(a)(2) and Rule 8.8]

e. Tune-ups: Combustion systems shall be tuned-up to meet the NOx and CO emissions
levels stated below or the manufacturer’s recommended or guaranteed operating
emissions levels, whichever levels result in the least emissions of NOx and CO. The
heater shall be tuned according to the minimum frequency stated below.

Fuel Tune-up Frequency | NOx (ppm @ 3% Oz) | CO (ppm @ 3% O3)
Natural Gas Every 25 months 30 50
Propane Every 25 months 30 50

[Regulatory Basis: ORCAA 6.1.4(a)(1); ORCAA 6.1.4(a)(2); ORCAA 8.8; §63.7500(e) of 40 CFR
Part 63, Subpart DDDDD]

f. Tune-up Procedures:

1.

Vi.

vii.

Tune-up shall include measuring concentrations of NOy, CO and O, under
normal operating load, making any needed adjustments to combustion systems,
and re-measuring emissions levels to confirm the prescribed emissions levels in
condition (e) are met.

i. Arecord of all measurements, adjustments and maintenance actions shall be

retained.

Emissions shall be measured using an electrochemical cell combustion analyzer
or another analyzer pre-approved by ORCAA;

The analyzer(s) response to span (calibration) gas of a known concentration
(reference) shall be determined before and after testing. No more than 12
hours may elapse between span gas response checks. Test results are invalid if
the analyzer zero or span drift exceeds 10% of the span value.

The CO and NOy span gas concentrations shall be no less than 50% and no more
than 200% of the target emission concentrations per condition (e). A lower
concentration span gas may be used if it is more representative of measured
concentrations. Ambient air may be used to zero the CO and NOy
cells/analyzer(s) and span the oxygen cell/analyzer.

Sampling and measurement shall consist of at least 5 minutes of data collection.
Data shall not be collected until after the analyzer readings have stabilized.
Tune-up procedures shall also meet the requirements in §63.7540 of 40 CFR
Part 63, Subpart DDDDD.

[Regulatory Basis: ORCAA 6.1.4(a)(1); ORCAA 6.1.4(a)(2); ORCAA 8.8, §63.7540 of 40 CFR
Part 63, Subpart DDDDD]

g. Replacements: Replacing, adding or modifying any boiler or process heater may
require prior approval by ORCAA.
[Regulatory Basis: ORCAA Rule 6.1(a)]
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47. Heat Exchange System Leak Detection: The owner or operator shall monitor each heat
exchange system used to cool process equipment in a 40 CFR Part 63 Subpart OOO affected
source. The monitoring shall be conducted at least quarterly according to §63.1409(b) or (c).
Whenever a leak is detected, the owner or operator shall repair the leak as required in
§63.1409(d). The owner or operator shall keep records of all monitoring and leak repair as
required by §63.1416.

[Regulatory Basis: ORCAA 6.1.4(a)(1); §§63.1409 and 63.1416 of 40 CFR Part 63, Subpart OOO]

48. Formaldehyde Tank Closed Vent System: The owner or operator shall operate the closed vent
system between the formaldehyde storage tank and the RTO under a vacuum at all times. For
purposes of this requirement, a vacuum is achieved when the pressure inside the vent system
is less than ambient atmospheric pressure.

[Regulatory Basis: ORCAA 6.1.4(a)(2)]

49. Formaldehyde Tank Closed Vent System Monitoring: The owner or operator shall monitor the
closed vent system between the formaldehyde storage tank and the RTO to verify the closed
vent system is operating under a vacuum.

a. Method: The accuracy of the monitoring device shall be sufficient to confirm the vent
system is maintaining a vacuum.

b. Frequency: Monitoring shall be conducted at least daily. The owner or operator may
switch to weekly monitoring if monitoring from the previous 7 consecutive days show
that the system is under vacuum. If at any time monitoring indicates that the system is
not operating under vacuum, the monitoring shall be conducted daily until monitoring
from 7 consecutive days shows that system is under vacuum.

[Regulatory Basis: ORCAA 6.1.4(a)(2)]

bt lz[2] 2004

PREPAI’-{E}) BY: JenUfer DeM_/y) PE Date
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